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1 CI ZONE
Identifies CI zone as being both "commercial" and "special 
purpose".  Choose one.

Table 50.01.004-1

2

SPECIAL 
DIMENSIONAL 
STANDARDS APPLIED 
TO SPECIFIC 
LOCATIONS

In LOC 50.02.002.c there are "Special Requirements" 
regarding specific locations.  Within these special 
requirements are location-specific dimensional 
requirements.  For example, in the Mountain Park Town 
Center, LOC 50.02.002.c.i, there are specific requirements 
for both commercial uses (FAR, building height, lot 
coverage) and residential uses (the requirements of the R-0 
zone shall apply).  See CAO Memo 3/26/14.  CODE UPDATE 
RECOMMENDED to add: "or in LOC 50.02.002.2.c, (SPECIFIC 
STANDARDS FOR COMMERCIAL, MIXED USE, AND 
INDUSTRIAL ZONES/Standards Applicable to Specific 
Locations). 

50.03.002 Use 
Tables, 50.04.001 
Dimensional 
Tables

EB

Adding a code reference

3
TELE- 
COMMUNICATIONS 
STANDARDS

In Subsection 4e, that section is really the standard for 
telecommunications facilities, both outright permitted and 
conditional uses.  See "f. Telecommunications Facilities in 
Residential or Mixed Residential/Commercial Zones

In addition to compliance with the approval standards in 
LOC 50.03.003.4.e.iv and 50.07.004.12, and the general 
conditional use criteria in LOC 50.07.005, Conditional Use 
Permits, the telecommunications facilities designated as a 
conditional use in residential or mixed 
residential/commercial zones shall comply with the 
following standards: ***"  and old LOC 50.30.015. 
[Clarification of applicable standards]

50.03.002 Use 
Tables, 
50.03.003.1-3 Use 
Specific Standards

EB, HP

Check with new code references. 
Clarification of applicable standards

imccaleb
Text Box
EXHIBIT F-1LU 15-0011
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4

CONDITIONAL USE 
STANDARDS FOR 
RESIDENTIAL USES - 
GROUP AND 
INSTITUTIONAL 
HOUSING

Subsection a.i.9 (screening of large expanses of paving)  LU 
14-0010 involved underground parking: Staff interprets 
"large expanses of pavement" to mean ground-level 
parking, given both the method of mitigation (landscaping 
requires access to dirt, sun, water) and that the purpose of 
the screening is to protect adjacent land uses from the 
parking area but that enclosed, underground parking is not 
visible to the adjacent land uses

50.03.003.2.A.I.9
LU 14-
0010

Check with new code references

5

RESIDENTIAL 
MEDIUM DENSITY 
ZONES - LOT 
COVERAGE IN R-6

Lot coverage is based on the height of the structure.  In the 
case of a Lot with Sloping Topography in R-6, a structure 
gets up to an additional 4' to be parallel with the 28' height 
measured at the highest grade.  Table 50.05.001-8 is correct 
when it states "Base Height of Structure at Highest Grade" - 
the measurement is taken from the highest grade, and thus 
already takes into account the 1-4' height bonus.  By saying 
that the height is measured at the highest grade, we don't 
need to know what the limitations on height are (they are 
what they are, as stated in the dimension table).  We also 
do not need to say "BASE Height of structure at Highest 
Grade" because the question is what is the height, not how 
height is determined.  Consider repeal of (2) and strike 
"Base" from table heading

50.04.001.2.f.ii(1) 
and (2)

In R-6, Base Height is 28-32 feet depending 
on slope.  Lot coverage is based on the 
height of the structure measured at the 
point of highest grade, so a sloped lot is 
not dinged.  Note 2 under Table 50.04.001-
8 is not needed.  Delete "Base" from table 
because "base" height does not include 
the 6-foot height bonus for certain roof 
forms; the height bonus is added above 
the base height (which is 28 feet at its 
lowest), and anything over 27 feet has 
lowest lot coverage.

6 FAR in IP

Comm/Ind table says FAR is "-" in IP, but it is actually 1.0:1 
per LOC 50.04.001.4.c.v, except for Self-storage.  Add 1.0:1 
to table, but include footnote re: self storage, which has a 
FAR minimum

Table LOC 
50.04.001-14 and 
LOC 
50.04.001.4.c.v

JH

7
DRDD STANDARDS - 
NOMENCLATURE

Standardize all references to the downtown design district 
to "Downtown Redevelopment Design District"

50.05.004, 
50.08.005

JH
CHECK Code for all references to DRD and 
DRDD
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8 PARKING

Figure 50.05.004-L: Downtown - No Required Parking.  
Clarify that the graphic and text DO NOT mean that no 
parking is required, but that whatever parking is there now 
is fine and parking is not recalculated for new retail uses 

50.05.004-L: 
Downtown - No 
Required Parking

N

Add "no additional parking required" in 
text and Title. 

9
DESIGN STANDARDS 
FOR THE WLG R-2.5 
ZONE

Missing text in the original ordinance: "Setting back parts of 
the façade to reduce the [sense of mass] of a row of 
attached dwellings."  I went back to the initial draft of the 
"'Gap' Mixed Use Zoning District and Land Use Plan Zoning 
Requirements and Design and Development Standards," 
July 29, 1998, in PA 4-98, to find this.  Once it was 
converted from the draft to more of a codified format, the 
bracket text was dropped as the versions moved forward.

50.05.005.7.b.iii(2) EB

Replace missing text

10 FENCE

BP required for fences 7 feet or taller.  Update fence code 
to match

50.06.004.2.IV

Building permit requirements is in section 
iv.  Consider placing it in its own section 
because, through a variance, a residential 
fence could be over 7 feet in height. Add 
as section xi.  OR - drop the reference to a 
building permit because it's covered in 
Building Code? [Could still ID the 
requirement in the Fence Handout]

11
PUBLIC NOTICE - 
INCLUDE MAPS

Should a map be included in the NOA, NOD and NOPH? 
Currently it is required for Notice of DECISION.

50.07.003.3.a.v(5) 
and c.iii(3), 
50.07.003.4.h.iii, 
50.07.003.7.o

Practice is to include a map with all of 
these notices

12
DLCD NOTICE OF 
ADOPTION

Update Chapter 50 (5 working days from decision) to match 
DLCD requirements (20 days of adoption)

50.07.003.16.c.v CS
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13
LEGISLATIVE 
DECISIONS

Correct cross-reference.  The CC hearing procedure for CC 
should be the same as used by the PC - 14.d.iv - not 
50.07.003.4.a (quasi-judicial)

50.07.003.16.e.ii 
should reference 
LOC 
50.07.003.16.d.iv 
rather than 
50.07.003.4.a

CHECK cross-references with new code

14 HEIGHT - FENCE
Clarify in definition of "Height, Fence" that property owner 
cannot change the grade in order to build a higher fence 50.10.002.3

15 LOT DEPTH

Infill 2 deleted the definition of "Lot Depth" because lot 
depth was deleted as a zone standard; however, for flag lots 
and narrow lots, lot depth must still be calculated.  Restore 
the definition (midpoint of front to midpoint of rear).  THe 
graphic for narrow lots already illustrates how to calculate 
lot depth.  

Flag lot citation, 
narrow lot citation

LH

16

LOT LINE 
ADJUSTMENT / 
HISTORIC LANDMARK 
SITE

Prior to Code Re-Org, a Lot Line Adjustment on a site that 
contains a historic landmark was identified as a Minor 
development (with notice and appeal).  Under the Code Re-
Org, that requirement was lost.  The proposed amendment 
restores the review as Minor.

50.07.003.14 EB
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